
www.ti22performance.com
Product	Information	Sheet

ENG INES 	AND 	COMPONENTS 	 › 	CAMSHAFTS 	AND 	VALVETRA IN 	 › 	CAMSHAFT 	DR IVE 	SPUD

Camshaft	Drive	Spud
9/16-18	in	Thread	·	1	in	Long	·	Chromoly	·	Black	Oxide

P A R T 	 N U M B E R

TIP5089
View	on	PriceGuidePro	›

The	camshaft	drive	spud	transfers	rotation	to	the	camshaft,	taking	the	full	torsional	load	of
valve	train	operation.	A	spud	that	fails	or	wears	its	threads	costs	you	an	engine.	Heat
treated	steel	handles	the	load	and	holds	thread	accuracy.

Correct	thread	and	hex	size	are	what	make	it	fit	the	drive.

Heat	Treated	4130	Steel	Cam	Spud,	9/16	Inch-18	Right	Hand,	3/8	Inch	Hex.

Material Chromoly

Alloy	Grade 4130

Finish Black	Oxide

Thread 9/16-18

Product	Length 1	Inch

Sold	As Each

Package 4	×	2	×	0.75	in

Ship	Weight 0.14	lb

Country	of	Origin USA

Vehicle	Type Car

OVERV IEW

SPEC I F ICAT IONS     SH IPP ING 	& 	 PACKAG ING     
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