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Engine	Oil	Heater
External	Pad	·	110V	·	36	in	Cord	·	5	x	7	in	·	Self	Adhesive	Attachment

P A R T 	 N U M B E R

TIP5136
View	on	PriceGuidePro	›

Engine	oil	heaters	warm	the	oil	before	startup	so	lubrication	reaches	the	bearings
immediately	rather	than	after	several	dry	revolutions.	Cold	starts	are	where	a	large	share	of
engine	wear	happens.	Preheating	also	lets	an	engine	make	its	power	sooner	in	a	session
instead	of	waiting	to	come	up	to	temperature.

Silicone	pad	designs	adhere	to	the	pan	and	run	on	standard	shop	power.

Ensures	lubrication	on	initial	start-up	and	increases	horsepower.	Ti22's	engine	oil	heaters
feature	a	clean	black	silicone	exterior	and	110-volt	operation.

Style External	Pad,	110V

Overall	Dimensions 5	x	7	Inch

Cord	Length 36	Inch	Cord

Sold	As Each

Package 8.55	×	6.25	×	1.1	in

Ship	Weight 0.30	lb

Country	of	Origin USA

Vehicle	Type Car

Part 	# Cord	Length Ship	Wt.

TIP5130 15-3/4	Inch	Cord 0.40	lb

TIP5132 3-1/2	Inch	Cord 0.47	lb

TIP5134 40	Inch	Cord 0.74	lb

▶	TIP5136 36	Inch	Cord 0.30	lb

▶	Highlighted	row	is	the	part	on	this	sheet.	Click	any	part	number	to	view	it	on	PriceGuidePro.
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